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Top of end section

Bolt to hold the surfaces
tightly together

Optional toe plate
extension (same
thickness as
end section)

Overall width

FRONT VIEW
ROUND PIPE CULVERT

Top of end section

Reinforced edge full
length of end section
(See Section A-A)

Bolt to hold the surface
tightly together

Optional toe plate
extension (same
thickness as

end section)

Overall widlh

FRONT VIEW
PIPE ARCH CULVERT

MI2 carriage
galvanized head
bolts (typ.)

Parallel

PARALLEL DRAINAGE
END SECTION

CROSS DRAINAGE END SECTION

Reinforced edge full
length of end section
(See Section A-A)

safety bars

48" (max.)

“ x JYe” slots
J = >

|3
LONGITUDINAL DRAINAGE BAR PARALLEL BARS

SAFETY BAR DETAILS

REG | STATE PROJECT SHEET NO.
Longitudinal 5 { NOTES:
bars e < — I. Use end sections on 4:l to 6:/ slopes only. Use
Ll = toe plate extension where shown on the plans.
A 9 E 24// *
5] o ( ] Q [ 2. Fabricate safety and longitudinal bars from
< B é’ — s - 5o steel pipe conforming to ASTM A53 schedule
N S < IS T2 40 specifications. Galvanize bars hot dipped
Sl o . .
KQL 8/ o Safety SN after fabrication.
! Safety bars (typ.) L‘QE bars (typ.) SIS
3 A 2 3. A longitudinal bar is required for cross drainage
%I M; [ end sections when the span s greater than
- r VA 30”. Use additional longitudinal bars if
N o % spacing exceeds 30" on larger end Ssections.
O X /
4. Safety and longitudinal bars are not required on
ELEVATION ELEVATION 30" and smaller cross drainage end sections.
CROSS DRAINAGE END SECTION PARALLEL DRAINAGE END SECTION 5 sorery sors are not required on 1 ond
smaller parallel drainage end sections.
= . 6. 18" diameter sleeves have a thickness of
= /Masz‘./c where % “, all others are gy *.
*3 galvanized threaded rod over # required
. . . . N 7. Provide hardware in the metric sizes Sshown.
"I X 6 ‘op of end secilon. Side ./Ug5 S Equivalent imperial sizes may be used when
galvanized o be bolted 1o end seclion. b melric sizes are not available
bolt wonut \ N e y
)
2 1 —— ) N N
‘ Galvanized Alternate view N N
! s(fjr:/J(;j) B for female end B
) D—‘ Form 2%" x %" corrugations | METAL END SECTIONS FOR ROUND PIPE CULVERT
‘ Sige lug B and attach with Type /| Strap DIMENSIONS IN INCHES
b R - o Type 2 Ihreaded roa. PIPE | (MIN.) OVERALL
DiA. | THICK A H w WIDTH SLOPE| L |SLOPE| L
FOR METAL ROUND PIPES FOR METAL ROUND PIPES 30~ FOR ALL SIZES OF CONCRETE =
15" THRU 24" AND LARGER. FOR PIPE ARCHES ROUND OR PIPE ARCHES 18 | 1716 | 8 6 | 24 40 | 4l | 32 | 6: | 48
21" x 15" AND LARGER 24 1/16 8 6 30 45 4:/ 55 6:/ 83
TYPE i TYPE ¢2 TYPE a:3 30 178 12 9 36 60 4:/ 79 6:/ 118
36 178 12 9 42 65 4:/ 102 6:/ 154
CONNECTOR DETAILS 42 | 178 | 16 12 | 48 70 | 4 | 126 | 6:1 | 189
48 178 16 12 54 75 4:/ 150 6:/ 224
Edge of sidewall sheet 54 | 1/8 | 16 | 12 | 60 80 | 4 | 173 | 6: | 260
rolled snugly against /* (min.) dia. 60 | 178 | 16 | 12 | 66 85 | 41 | 197 | 64 | 295
steel rod galvanized slee/
. .
rod or 9 galvanized METAL END SECTIONS FOR PIPE ARCH CULVERT
Weld longitudinal b reinforeing bar
elg longitudinal, bar DIMENSIONS IN_INCHES
to safety bar (typ.)
" (approx.) EQUIV. (MIN.) OVERALL
DIA. SPAN | RISE THICK A H w WIDTH SLOPE| L SLOPE| L
SECTION A-A Corrucotion sized 8 | 20 | 15 | 1/6] 8 | 6 | 27 | 42 4/ | 20 | 64 | 30
o 11 pine € 24 | 28 | 20 | 1/I6| 8 | 6 | 33 | 49 | 44 | 40 | 6 | 60
30 34 24 178 12 9 40 64 4:/ 55 6:/ 83
36 4/ 29 178 12 9 47 71 4:/ 75 6:/ 12
Pipe \ 42 48 32 178 16 12 54 86 4:/ 90 6:/ 136
Y3 carrioge 48 56 37 178 16 12 62 94 4 110 6:/ 165
galvanized v | 54 | 63 | 42 | 1/8 | 16 | 12 | 69 | 100 | 4: | 130 | 61 | i95
head bolts (typ.) SECTION B-8B 60 | 70 | 46 | 178 | 6 12 | 76 | o7 4 | 146 | 6:1 | 218
66 82 56 1/8 16 12 88 119 4:/ 185 6:/ 278

173" galvani/zed sreel pipe:
flatten end, rhen bend oulside
47 Jo march end section Sides.
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